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On THE western shore of Chesapeake Bay in 
Anne Arundel County, Maryland, many houses, mas- 
terpieces of design, survive from the period preced- 
ing the Revolution. Some of them have been greatly 
changed to meet the necessities or whims of a long line 
of occupants, but even beneath disfiguring alterations 
can be seen the true beauty of one of the great periods 
of American architecture. 

Probably one of the finest houses of Anne Arundel 
County is Tulip Hill, recently restored and now owned 
by Mrs. Henry H. Flather of Washington, D. C., 
through whose courtesy it is included in this Mono- 
graph. It is picturesquely situated on the edge of a 
bluff with terraces falling off to the water. The general 
planis of the type frequently found in tide-water Mary- 
land and Virginia, but uniquely developed. The large 
central part has a roof that is both hipped and gam- 
breled. The original house was built by Samuel Gallo- 
way in 1745. The wings which make it a true manorial 
type were added about forty years later. 

The entrance is on the north side and this facade is 
formal and evenly balanced. In all probability, the 
entrance porch was added at a considerably later date. 
The southern facade of the house is far more informal. 
The window spacings are irregular and a delightful 
hood shelters the entrance door. 

An interesting feature of the plan is the irregular 
arrangement of the interior rooms within the rectangle 
of the walls. The hall running through the house with 
the double arch framing the stair alcove and door to 
the rear terrace is a feature of great charm. The varied 
size drawing and reception rooms open out of this 
hall. The stairs are especially noted for their graceful 
proportions and the ease and comfort of the rise. 

There is a great deal of interesting carving about 
both exterior and interior. The inserts in the pediment 
on the entrance front are most unusual. Even though 
of later date, the little wooden cherub over the porch 
shows to what charming lengths this fondness for or- 
nament can be carried, when once introduced. The 
carving on the hood over the terrace door is particu- 
larly naive. The ends of the stair treads, probably de- 
signed on the job by a master craftsman, are one of 
the loveliest examples known. The beautiful shell top 


cabinet in the entrance hall has been placed in a 
unique position at an angle at the foot of the stairs. 

There are many refinements in the design. For ex- 
ample, the brackets in the front cornice are not re- 
peated at the rear of the house. The brick work on the 
main house is in Flemish bond, but American bond 
has been used in the wings. There is a projecting course 
of brick, frequently found in both Maryland and Vir- 
ginia houses, between the first and second floor win- 
dows of the main house which is repeated in the wings 
though reduced in size. 

It is also interesting to note that the splayed flat 
arches of ground brick usually found over the windows 
of the great houses of this period are omitted over the 
windows of the main house. The brick is laid directly 
on the wood frames with only a header course mark- 
ing the openings. In the later wings, however, the brick 
arches were used in the lower story. 

There has been much discussion about the brick 
used in Colonial Maryland and Virginia and there is a 
tradition that much of it was brought from England. 
The facing brick on Tulip Hill was probably imported, 
but an old account book now in the possession of Miss 
Murray of Ivy Neck, one of the family who came into 
the ownership of the house, carries the following items 
entered by Samuel Galloway. 

“By making and laying in my house, 124,938 bricks 
at 20 shillings—£124 18s gp 

By making 18,000 bricks at 4 shillings— 

£3 16s, as per agreement.” 
These brick mentioned were evidently used for back- 
ings of the main walls and for the interior partitions 
and chimneys. 

An older house than Tulip Hill is Cedar Park which 
was built by Richard Galloway about 1700. There is 
a record that he assumed the title to the property in 
1697. The house as it stands today has many altera- 
tions, though the steepness of the roof immediately 
proclaims its real date. The original chimneys were 
built outside the end walls. It is probable that the low 
section at the rear is one of the later additions. When 
this was constructed, it was built out flush with the 
chimney. With two hundred years of weathering, the 
brick has not been impervious to storms and large por- 


cre 


THE MONOGRAPH SERIES 


tions of the walls have been stuccoed over as a pro- 
tection. Some of this stucco has now been removed 
showing the English bond in the ends, although part 
of the main house is still covered with stucco, includ- 
ing the interesting corner pilasters. 

Tudor Hall is also a very old house that has suffered 
many alterations although it still retains a good deal 
of charm. It was constructed by Edward Hall in 1722. 
There is a record that one of the wings was removed 
bodily to the near-by town of Owensville. Certainly 
the two story porch is a much later addition and there 
is evidence that the facade of the central part was 
probably rebuilt in the early 1800’s. 

Sudley also shows great age in the steepness ot the 
roof and in the interior detail. The wood work in the 
principal room is a fine example executed in a strong 
and bold scale. The large original window panes and 
the old panelled door which is still visible under the 
jig-saw porch, added in the President Hayes period, 
are details which proclaim the merit of this fine old 
house. 

St. James Church is one of many old brick churches 
of tide-water Maryland and Virginia. There is a grave 
stone in the yard which bears the date 1663 though 
the building was probably slightly later. The main 
front is composed entirely of header bricks. This type 
of church suggests that these buildings may have been 
executed from stock plans or by workmen who pro- 
gressed from town to town. A tradition persists that 
Queen Anne donated money to build a church every 
ten miles in Anne Arundel County. 

The Sellman Homestead is a bona fide example of 
the original old frame farm house constructed with 
massive exterior chimneys built outside the walls. Of 
course, the dormer and porch are modern additions. 
There is a naive informality in the method in which 
the out buildings have been linked up with the main 
house in a manner which we are accustomed to associ- 
ate more with New Hampshire, but whichis frequently 
found in the earlier houses of tide-water Maryland. 
The farm wings are picturesque because of this irreg- 
ularity and informality. The break in the clapboard- 
ing is accounted for by the fact that the last wing was 
apparently moved up from another location as close 
to the old house as possible and the space between the 
chimney and the new wing filled in by patch work on 
the exterior, thus providing a closet within the space 
in the reveal of the chimney. 

Lothian is a brick house of later date than the other 
buildings illustrated in this Monograph. The left side 
of the house was built in 1804 by Phillip Thomas. The 
right side was added about 1840. The house is now 
owned by Miss Sally Hall, direct descendant of the 
original builder. The location is near Mt. Zion in typ- 


ical, rolling farm country. The house is an interesting 
example of the use of stock designs by the early build- 
ers and it is one of several instances where apparently 
the plan of an English type city house was used. Ex- 
amples exist where the parapet walls are continued up 
through the roof as would have been done in London, 
although in Lothian this is not the case. Limestone 
lintels are used over the windows in place of the earlier 
splayed ground brick arches though the latter have 
been used in the cellar windows. The entrance door is 
typical of many, but developed with an individuality 
and playfulness that indicate an intelligent craftsman 
on the job. 

The city of Annapolis, also located in Anne Arundel 
County, contains many fine examples of work of the 
Colonial Period which have been dealt with in previ- 
ous Monographs of this Series. However, included in 
this number is a photograph of an unusual brick-ended 
wing of an old house on Main and Conduit Streets, 
Annapolis. The large chimney, the narrow proportions 
of the end, the row lock arch windows and the project- 
ing brick courses marking off the stories are features 
that give a peculiar charm to this old building. Unusual 
proportions are frequently responsible for a subtle at- 
traction that is achieved in no other way. 

We know that the Colonial builders were master 
craftsmen and that the knowledge of the workmen on 
the job, in regard to design, was far superior to that 
possessed by any of our workmen today. Modern in- 
ventions and modern improvements, of course, were 
lacking and there were many faults of structural de- 
sign, such as the wide spacing of heavy beams, the 
placing of wood work where liable to the effect of damp- 
ness without proper protection. These were faults which 
have caused deterioration and decay, but with them 
all we are nevertheless forced to accord to the Colonial 
builders a very high place as masters not only of de- 
sign, but also of construction. 

It would be interesting for us today to know more 
of how the traditions of good design were preserved 
and disseminated in Colonial days. We seldom find 
any remnants of the buildings of that period which 
are faulty in either mass, line or detail. Whether taste 
on the part of the general public was at a higher level 
or whether this superiority of design was due to the 
better training and higher culture of the craftsmen, it 
is impossible for us to tell. Could we glean from the 
past this one secret it might revolutionize the char- 
acter of the modern American home. Certainly to those 
who study the methods and the achievements of the 
early builders a real reward is to be found in the con- 
sciousness that in our own country such high tradi- 
tions and standards at one time prevailed. 

ARTHUR C. Ho .pen, A.I.A. 
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ST. JAMES CHURCH, ANNE ARUNDEL COUNTY, MARYLAND 
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DETAIL OF ENTRANCE DOORWAY 


“LOTHIAN”, ANNE ARUNDEL COUNTY, MARYLAND 
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ABOUT: 


BUILT: IN-1745-° BY - SAMUEL: GALLOWAY: 


THE MAIN- HOUSE: OF: TULIP- HILL: WAS: 
THE: WINGS:WERE-: ADDED- 


40 YEARS: LATER: 
MEAS 4 DRAWN 193} 


BY KENNETH CLARK. 
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DETAIL OF NORTH ELEVATION 


“PULIP HILL”, ANNE ARUNDEL COUNTY, MARYLAND 
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“TULIP HILL”, ANNE ARUNDEL COUNTY, MARYLAND 
LrRr ] 


DETAIL OF WING, SOUTH ELEVATION 


“TULIP HILL”, ANNE ARUNDEL COUNTY, MARYLAND 


age 


DETAIL OF ELEVATION 


HOUSE AT MAIN AND CONDUIT STREETS, ANNAPOLIS, MARYLAND 
: $393 


DETAIL OF DRAWING ROOM MANTEL 
“TULIP HILL”, ANNE ARUNDEL COUNTY, MARYLAND 
($944 


LYSOL 


ME ie», 


DETAIL OF ENTRANCE HALL 


ANNE ARUNDEL COUNTY 


MARYLAND 


b] 


b 


“TULIP HILL” 


t eae.) 


Today.. Axrchitects insure 


of Wood Construction by 


[ABovE] Entrance hall. The woodwork in Tulip Hill Mansion is all sound— 
in perfect condition after nearly 200 years. [LEFT] The delicately carved spin- 
dles and scroll work on the main stairway are one of the finest examples of 
this work ever done. : 
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the QUALITY 
specifying /dentified Lumber 


HEN Samuel Galloway built lovely Tulip 

Hill Mansion in 1742, there was no need 
for identified lumber. In those days the architect, 
by virtue of being the builder as well, personally 
inspected each foot of timber he used, thereby in- 
suring a quality of wood construction that con- 
formed exactly with his plan. 


Today, however, conditions are different. Now 
architects specialize. They must rely on others to 
execute their specifications. And perhaps no spec- 
ifications are more elastic—more open to abuse 
—than those calling for wood. 


Knowing this fact the modern architect safeguards 
the quality of wood construction by including the 
name ““Tree-Mark”’ in his lumber specifications. 
This assures him of getting lumber that is exactly - 
as represented. 


The National Lumber Manufacturers Associa- 
tion guarantees that all lumber stamped with the 
Tree Mark Symbol is “American standard lum- 
ber from America’s best mills,” conforming in 
every way to the specifications branded on it. 


Take advantage of this protection. Include the 
name Tree Mark in your lumber specifications. 


“KNOW THE LUMBER YOU USE” is an in- 


teresting account of the movement to identify lumber 
through grade and trade marking. A copy will be 
matled you on request. 


Manufacturers Association, /Zashington, D.C: 


“American Standard Lumber from America’s Best Mil/s” 
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“SUDLEY”, ANNE ARUNDEL COUNTY, MARYLAND 


O SINGLE ITEM in the construction of the 

modern house is more essential to comfort, both 
winter andsummer, thanaproper jobofwallandroofin- 
sulation. Nor is there a more important factor in mak- 
ing a house easy and economical to heat. The brand 
of insulation recommended, namely Balsam-Wool, is 
a Weyerhaeuser product, made from chemically treated, 
fire-resistant, sanitary wood fibre made waterproof 
and windproof between two sheets of tough, asphalt- 
lined kraft paper. It is a blanket form of insulation; 
flexible to permit a good, tight job and of greater 


practical insulating efficiency than any other similar 
product on the market today. 

A good job of insulation requires that the insula- 
tion material be flexible and capable of tucking in to 
calk the cracks. This is particularly essential around 
window frames. On the opposite page will be found 
details of various methods of applying Balsam-Wool 
in insulation of floors, roofs and walls. 

The facilities of our organization are always at the 
disposal of architects and others interested. We will 
be glad to assist you in solving any insulation problem. 


Every roll of Balsam-Wool bears the WEYERHAEUSER FOREST PRODUCTS trade-mark, the maker’s pledge of personal responsibility . 


WEYERHAEUS 
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